/A [D)/A\ compLiaNT STAINLESS STEEL SINKS

“ADA Requirements include sink depths of no more than 6-1/2 inches, counter rim height of no more than 34 inches, and knee
clearance that is at least 27 inches.” The following sinks meet these ADA requirements for kitchen use. We have many models
throughout our catalog that are ADA compliant, using the above requirements.

ADA Undermount Models

These models use the same cutout template as corresponding Lancer / Intrepid models

ADA-VS5050 ADA-VS3218 ADA-VS18813 ADA-VS2318
50/50 Style 32” Large Single Style 30” Large Single style Medium Single Style
32-1/8” x 18* x 512" | 5-1/2” 32-1/8” x 18 x 5-1/2” 30” x 18“ x 5-1/2” 23" x 17-3/4” x 5-1/2”
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These models use the same cutout template as corresponding Primo / Leonet / Futura models

ADA-802 ADA-868 ADA-862 ADA-978
50/50 Style Large Single Style Medium Single Style Small Single Style
32-1/4” x 18-1/2% x 5-1/2” | 5-1/2" 307X 18-1/8" x 5-112” 23-3/8” x 17-3/4” x 5-1/2" 16” x 16” x 5-1/2"
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ADAR-25-300  ADAUrban Radial Undermount Models ~ ADA-R-28-600

Medium Single Style
31-3/4” x 18-1/2” X 5-1/2” 23-1/2” x 18-1/2” X 5-1/2”
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